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1
MOBILE COOLER WITH SLED OR SKI
ATTACHMENT

CROSS REFERENCE TO RELATED
APPLICATION

This application claims the benefit of U.S. Provisional
Application No. 61/880,314 filed on Sep. 20, 2013. The above
identified patent application is herein incorporated by refer-
ence in its entirety to provide continuity of disclosure.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a mobile cooler. More
specifically, the present invention pertains to an improved
mobile cooler having a sled or ski arrangement removably
attached thereto. The sled and ski arrangements are remov-
ably attached near the front of the cooler so that they may be
used concurrently with the wheels disposed on the rear of the
cooler. The sled and ski arrangements are suitable for use on
sand, snow, gravel, or otherwise uneven and rough terrain.

A cooler is an insulated container that is used to keep food
ordrinks cool. Coolers may be filled with ice to refrigerate the
food or drink contained within the cooler. In this way, the
coolers help refrigerate food and drinks when there is no
electrical power available for running refrigeration appli-
ances or equipment. Thus, coolers are often taken on picnics,
and on vacation or holiday.

Traditional coolers typically include a pair of wheels near
the back of the cooler body, so that the cooler may be slightly
lifted off of the ground at the front and rolled from one
location to another. However, it is difficult to maneuver the
coolers on sand, snow, gravel, or otherwise uneven and rough
terrain. When the cooler is being moved on uneven and rough
terrain, the wheels tend to bog down because the wheels do
not receive enough traction and get stuck. Alternatively, the
wheels can break or become damaged, in which case the user
must carry the cooler, which can be extremely difficult and
inconvenient.

The present invention is a cooler that is adapted for use on
various types of terrain. The device includes an insulated
cooler body with a hingedly attached lid, a handle, and a pair
of rear wheels. In one embodiment, the device further com-
prises a sled arrangement that is removably mounted to the
bottom of the cooler near the front. The sled is biased towards
the top and is slightly tapered near the front end thereof. In
this way, the sled arrangement is suitable for pulling the
cooler on sandy or snowy terrain. In another embodiment, the
device further comprises a ski arrangement that is removably
mounted to the bottom of the cooler near the front. The skis
are also biased towards the top so that it prevents the wheels
from dragging or being stuck. The ski arrangement allows the
cooler to be maneuvered on uneven surfaces by allowing the
cooler to be tilted from side to side. It is further contemplated
that in some embodiments, the sled and ski arrangements may
fold into the cooler for storage and pivot outward lock into
position for use.

2. Description of the Prior Art

Devices have been disclosed in the prior art that relate to
coolers having transporting means. These include devices
that have been patented and published in patent application
publications, and generally relate to coolers with skis. Some
of these devices disclose coolers with a pair of skis that
removably attach to the bottom of the cooler. Other devices
disclose a pair of skis that secure to the rear wheels of the
coolers. These devices, however, do not disclose coolers with
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skis that may be folded in and out of the cooler. The foregoing
is a list of devices deemed most relevant to the present dis-
closure, which are herein described for the purposes of high-
lighting and differentiating the unique aspects of the present
invention, and further highlighting the drawbacks existing in
the prior art.

Specifically, U.S. Pat. No. 6,474,097 to Treppedi discloses
a mobile cooler having wheels and a convertible sled or ski
arrangement. The cooler comprises an insulated cooler body
with recessed wheel wells for receiving wheels that are
attached with retaining pins. The retaining pins are inserted
into mounting holes on the underside of the cooler body.
Alternatively, the wheel wells may comprise multiple snap
ring or retainer pins for securing the skis or sled to the cooler.
While the device of Treppedi discloses a cooler having a
convertible sled and ski arrangement, these sled and ski
arrangements are mounted onto the wheels rather than to the
bottom of the cooler. In contrast, the present invention pro-
vides a sled and ski arrangement that may be mounted directly
onto the bottom of the cooler near the front. In this way, the
present sled and ski arrangement do not interfere with the
wheels disposed on the cooler.

U.S. Pat. No. 8,256,156 to Burgoyne discloses a portable
cooler comprising two skis removably connected to a bottom-
most circumferential edge of two wheels via a pair of spring-
loaded clips. In this way, the wheels rest on top of the skis and
remain elevated above the ground surface during transporta-
tion. Because the wheels remain elevated above the ground,
the skis do not allow the wheels to operate, and static friction
prevents the skis from sliding easily. In contrast, the present
invention comprises a pair of wheels that freely rotate. As the
wheels rotate, the wheels reduce the force a user needs to
apply to move the cooler. Therefore, the present invention is
easier to transport than the device of Burgoyne.

Similarly, U.S. Pat. No. 5,911,422 to Carpenter discloses a
wheeled carrier having skis attached to each of the wheels.
Each of the skis comprise an opening and a pair of trunnion
supports disposed on opposing sides thereof. The skis are
mounted so that a top part of the wheel projects above the
opening and a bottom part of the wheel projects below the
opening. While Carpenter discloses a wheeled carrier having
skis, Carpenter fails to disclose a wheeled carrier having a
sled. In contrast, the present invention discloses a portable
cooler having a sled arrangement that may be mounted to the
bottom of the cooler. In this way, the present invention pro-
vides versatility to the user.

U.S. Pat. No. 4,589,668 to Mares discloses a wheeled cart
with removable skis. The skis are adapted to be mounted
under the wheels disposed on the cart. While the device of
Mares is suitable for use on a snow covered surface, the
design and intent of the Mares device differ from the present
invention. The device of Mares is used to transport various
items, and is not suitable for keeping food and beverage cool
for an extended period of time. In contrast, the present inven-
tion comprises a mobile cooler, not a cart. Thus, Mares fails to
disclose a mobile cooler having a sled or ski arrangement.

Finally, U.S. Pat. No. 6,152,460 to Cooper discloses a
slidable load carrying basket comprising a pair of skis. The
skis are permanently affixed to the bottom surface of the
basket via fasteners or other suitable means. Thus, the skis are
not removably attached. In contrast, the present invention
comprises a cooler having a removably attached sled or ski
arrangement. As such, the present invention may be config-
ured to be used or stored as desired by the user.

The devices disclosed in the prior art have several known
drawbacks. These devices are limited in that the skis or sled
are not configured to be used together with the wheels dis-
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posed on the cooler. The present invention overcomes these
limitations by disclosing sled and ski arrangements that are
adapted to be removably attached to the front portion of the
cooler. In this way, the sled and ski arrangements are physi-
cally independent from the wheels. Additionally, the sled and
ski arrangements guide the wheels from the front so that the
wheels are prevented from being bogged down. It is therefore
submitted that the present invention is substantially divergent
in design elements from the prior art, and consequently it is
clear that there is a need in the art for an improvement to
mobile coolers. In this regard, the instant invention substan-
tially fulfills these needs.

SUMMARY OF THE INVENTION

In view of the foregoing disadvantages inherent in the
known types of mobile coolers now present in the prior art,
the present invention provides a new and improved mobile
cooler wherein the same can be utilized for transporting the
cooler on various types of terrain.

It is therefore an object of the invention to provide a new
and improved mobile cooler that has all of the advantages of
the prior art and none of the disadvantages.

Another object of the present invention is to provide a new
and improved mobile cooler that may be transported on vari-
ous types of terrain, such as snow, sand, gravel, or otherwise
uneven and rough terrain.

Yet another object of the present invention is to provide a
new and improved mobile cooler having a removably
attached sled arrangement.

Still yet another object of the present invention is to provide
a new and improved mobile cooler a removably attached ski
arrangement.

Still yet another object of the present invention is to provide
anew and improved mobile cooler having an insulated cooler
body with an inner compartment that keeps food and drinks
cool for an extended period of time.

Still yet another object of the present invention is to provide
a new and improved mobile cooler that is economic in its
construction and durable and efficient as an article of com-
mercial use.

Other objects, features, and advantages of the present
invention will become apparent from the following detailed
description taken in conjunction with the accompanying
drawings.

BRIEF DESCRIPTIONS OF THE DRAWINGS

Although the characteristic features of this invention will
be particularly pointed out in the claims, the invention itself
and manner in which it may be made and used may be better
understood after a review of the following description, taken
in connection with the accompanying drawings wherein the
numeral annotations are provided throughout.

FIG. 1 shows a perspective view of a first embodiment of
the present invention.

FIG. 2 shows a disassembled view of the first embodiment
of the present invention.

FIG. 3 shows a perspective view of a second embodiment
of the present invention.

FIG. 4 shows a disassembled view of the second embodi-
ment of the present invention.

DETAILED DESCRIPTION OF THE INVENTION

References are made herein to the attached drawings. Like
reference numerals are used throughout the drawings to
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depict like or similar elements of the mobile cooler. For the
purposes of presenting a brief and clear description of the
present invention, the preferred embodiment will be dis-
cussed as used for transporting the cooler on various types of
terrain. The figures are intended for representative purposes
only and should not be considered to be limiting in any
respect.

Referring now to FIG. 1, there is shown a first embodiment
of the present invention. The illustrated embodiment of the
present invention comprises a cooler 31 having an insulated
body 36 with an open top portion 43, a closed bottom wall 44,
a first side wall 38 opposite a second side wall 34, and a third
side wall opposite a fourth side wall, defining an inner com-
partment. The inner compartment may contain divider walls
therein to separate portions of the inner compartment. The
insulated body 36 is made with interior and exterior shells of
plastic, with a hard foam in between.

The open top portion 43 of the insulated body 36 includes
a lid 32 attached thereto via a hinge 33 disposed on the third
side wall. The lid 32 is substantially rectangular in shape with
anupper and lower surface, defining a perimeter with rounded
corners. The lid 32 is dimensioned to cover the open top
portion 43, thereby blocking access to the inner compartment
therein. Similar to the insulated body 36, the lid 32 is also
made with interior and exterior shells of plastic, with a hard
foam in between. In some embodiments, the lid 32 may
further include built-in cup holders on the upper surface
thereof.

The rear portion of the insulated body 36 further comprises
a first and a second recessed wheel well for holding a pair of
wheels 35 therein. The first recessed wheel well may be
disposed on the corner formed between the second 34 and
third side walls. The second recessed wheel well may be
disposed on the corner formed between the second 34 and
fourth side walls. Each of the recessed wheel wells may
include an aperture thereon for mounting the wheels. The
wheels 35 may be rotatably attached to the recessed wheel
wells via an axle and retaining pins. The retaining pins are
inserted into apertures on the recessed wheel wells. Each of
the wheels 35 may be composed of plastic or other suitable
materials.

The first side wall 38 includes a handle 40 rotatably
attached thereto. The first side wall 38 includes a mounting
point 37 having two terminal ends and a hollow interior
extending therebetween for receiving the handle 40 there-
through. The hollow interior has a circular cross section with
a diameter. The handle 40 is composed of plastic and com-
prises a first end 39 and a second end 41. The first end 39 is
substantially straight and has a circular cross section with a
diameter thatis less than the diameter of the hollow interior of
the mounting point 37 so that the handle 40 can freely rotate
therein. The second end 41 of the handle 40 is curved and may
be ergonomically shaped so as to provide comfort to the user.

In the illustrated embodiment of the present invention, the
bottom wall 44 of the cooler 31 further includes a sled
arrangement 42 near the first side wall 38. The sled arrange-
ment 42 comprises a flat board having a flat lower surface that
is able to slide on the ground. The sled arrangement 42 is
preferably rectangular in shape and of similar width as the
cooler 31. The front end of the sled arrangement may be
curved. The sled arrangement 42 is composed of durable
plastic or other suitable material. The upper surface of the sled
arrangement 42 is positioned flush against the bottom wall 44
of'the cooler 31 and is removably attached thereto via a set of
fasteners. The sled arrangement 42 comprises a front end and
a back end, wherein the front end is slightly pointed and
angled upward for greater leverage. Additionally, it is pre-
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ferred that the front end of the sled arrangement 42 extends
beyond the first side 38 of the cooler 31 so as to guide the
wheels 35 when being transported on snow or sand.

Referring now to FIG. 2, there is shown a disassembled
view of the first embodiment of the present invention. The
first embodiment of the present invention comprises the sled
arrangement 42 disposed near the front portion or the first side
wall of the cooler 31 on the bottom wall 44 thereof. The sled
arrangement 42 comprises a front end 45 and a second end 46.
The front end 45 is slightly tapered and biased toward the top.
Additionally, the front end 45 extends beyond the front side
wall 38 to help guide the cooler 31 when it is transported. The
back end 46 is substantially straight and extends toward the
middle of the bottom wall 44. It is preferred that the back end
46 does not extend beyond the middle of the bottom wall 44
so that the sled arrangement 42 does not interfere with the
functionality of the wheels.

The sled arrangement 42 further comprises a plurality of
apertures 48 that extend from the upper surface to the lower
surface thereof. The apertures 48 contain threaded element
therein such that they are adapted to receive fasteners 49, such
as screws, bolts, or other suitable fasteners. When assembled,
the upper surface of the sled arrangement 42 is in direct
contact with the bottom wall 44 of the cooler 31. Thereafter,
the apertures 48 on the sled arrangement 42 are aligned with
apertures 47 disposed on the bottom wall 44. The apertures 47
also contain threaded element therein. The fasteners 49 are
then inserted through the apertures 47, 48, securing the sled
arrangement 42 to the cooler 31.

Referring now to FIG. 3, there is shown a second embodi-
ment of the present invention. Similar to the first embodi-
ment, the second embodiment of the present invention com-
prises a cooler 81 having an insulated body 86 with an open
top portion 93, a closed bottom wall 94, a first side wall 88
opposite a second side wall 84, and a third side wall opposite
a fourth side wall, defining an inner compartment. The open
top portion 93 of the insulated body 86 includes a lid 82 that
is attached via a hinge 83 disposed on the third side wall.

The bottom wall 94 of the cooler 81 further includes a ski
arrangement 92 that is composed of durable plastic or other
suitable material. The ski arrangement 92 comprises a pair of
skis that is attached to the bottom wall 94 via L-shaped
supports. The L-shaped supports are constructed to attach to
the edges of the cooler 81 along the bottom wall 94 thereof.
The ski arrangement 92 is attached to the bottom wall 94 of
the cooler 81 via a set of fasteners. The ski arrangement 92 is
positioned so that the ski arrangement 92 is parallel to each
other and it is parallel to the third and fourth side walls.
Additionally, the front end of the ski arrangement 92 extends
beyond the first side wall 88, and the back end of the ski
arrangement 92 extends toward the middle of the bottom wall
94. Similar to the sled arrangement, the ski arrangement 92
does not extend beyond the middle of the bottom wall 94. In
this way, the ski arrangement 92 does not interfere with the
functionality of the wheels.

Referring now to FIG. 4, there is shown a disassembled
view of the second embodiment of the present invention. The
ski arrangement 92 comprises a first and a second ski wherein
each of the first and second ski comprises a first end 95 and a
second end 96, wherein the first end 95 is biased towards the
top. Each of the skis also comprise a top surface that is
coextensive with a bottom surface. The top surface of each of
the skis comprises a plurality of vertical supports 100 having
an upper and a lower end. The lower end of the vertical
supports is attached to the top surface of the skis, and the
upper end of the vertical supports is attached to an L.-shaped
support. The vertical supports may be attached via strong
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adhesives or the like. Alternatively, in some embodiments, the
vertical supports and the L-shaped support may be unitary in
structure.

The L-shaped support includes a first section that is per-
pendicular to a second section. Each of the first and second
sections comprise threaded apertures 98 adapted to receive
fasteners 99 therein. When assembled, the first section of the
L-shaped support is in direct contact with the third and fourth
side walls, and the second section of the L.-shaped support is
in direct contact with the bottom wall. Thereafter, the aper-
tures 98 on the L.-shaped support are aligned with apertures 97
disposed on the cooler 81. The apertures 97 also contain
threaded element therein. The fasteners 99 are then inserted
through the apertures 97, 98, securing the ski arrangement 92
to the cooler 81.

It is therefore submitted that the instant invention has been
shown and described in what is considered to be the most
practical and preferred embodiments. It is recognized, how-
ever, that departures may be made within the scope of the
invention and that obvious modifications will occur to a per-
son skilled in the art. With respect to the above descriptions
then, it is to be realized that the optimum dimensional rela-
tionships for the parts of the invention, to include variations in
size, materials, shape, form, function, and manner of opera-
tion, assembly and use, are deemed readily apparent and
obvious to one skilled in the art, and all equivalent relation-
ships to those illustrated in the drawings and described in the
specifications are intended to be encompassed by the present
invention.

Therefore, the foregoing is considered as illustrative only
of the principles of the invention. Further, since numerous
modifications and changes will readily occur to those skilled
in the art, it is not desired to limit the invention to the exact
construction and operation shown and described, and accord-
ingly, all suitable modifications and equivalents may be
resorted to, falling within the scope of the invention.

We claim:

1. A mobile cooler for storing and transporting food and
beverage items, comprising:

an insulated body having an open top portion, a closed

bottom wall, a first side wall opposite a second side wall,
and a third side wall opposite a fourth side wall, defining
an inner compartment;

a lid removably attached to said open top portion;

apair of wheels rotatably attached to a back portion of said

closed bottom wall;

a sliding device removably attached to said bottom wall on

a front portion of said insulated body;

L-shaped supports securing the sliding device to the insu-

lated body;

the L-shaped supports having a first section that is substan-

tially perpendicular to a second section;

the L-shaped supports being connected to the insulated

body.

2. The mobile cooler of claim 1, wherein said back portion
of'said insulated body further comprises a first recessed wheel
well and a second recessed wheel well adapted to receive said
pair of wheels.

3. The mobile cooler of claim 1, wherein said first side wall
further comprises a handle.

4. The mobile cooler of claim 1, wherein said sliding
device is a sled arrangement.

5. The mobile cooler of claim 4, wherein said sled arrange-
ment further comprises a tapered front end that is biased
towards said open top portion.



US 9,340,224 B2

7

6. The mobile cooler of claim 4, wherein said sled arrange-
ment further comprises a front end that extends beyond said
first side wall of said insulated body.

7. The mobile cooler of claim 1, wherein said bottom wall
of said insulated body further comprises a plurality of aper-
tures; said plurality of apertures having threaded elements
therein.

8. The mobile cooler of claim 7, wherein:

the plurality of the apertures on said bottom wall are

aligned with said a plurality of apertures disposed on the
second section of the L-shaped support;

the plurality of apertures on the bottom wall and the plu-

rality of apertures on the second section being adapted to
receive fasteners therein to secure the second section of
the L-shaped support to the bottom wall of the insulated
body.

9. The mobile cooler of claim 1, wherein said sliding
device is a ski arrangement; said ski arrangement comprising
a pair of skis;

wherein said pair of skis are substantially parallel to one

another, and extend substantially parallel to said third
side wall and said fourth side wall of the insulated body.

10. The mobile cooler of claim 9, wherein a front portion of
said ski arrangement is biased towards said open top portion.
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11. The mobile cooler of claim 9 wherein said ski arrange-
ment further comprises a front end that extends beyond said
first side wall of said insulated body.

12. The mobile cooler of claim 1, further comprising:

a plurality of the apertures on said third side wall and a
plurality of apertures of said fourth side wall that are
aligned with a plurality of apertures of said first section
of said L-shaped supports;

the plurality of apertures on said third side wall and the
plurality of apertures of said fourth side wall having
threaded elements therein;

the plurality of apertures on said third side wall, the plu-
rality of apertures of said fourth side wall, and the plu-
rality of apertures in the first section of the L-shaped
supports being adapted to receive fasteners therein.

13. The mobile cooler of claim 1, further comprising:

a plurality of vertical supports extending from the second
section of the L-shaped supports, the vertical supports
having an upper end and a lower end;

the lower end of said plurality of vertical supports attached
to said upper surface of said sliding device.
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